/ 2" GALVANIZED PIPE CAP

(2) 5/16" x 3" PLATED HEX BOLT

\ 2" RIGID GALVANIZED STEEL PIPE

SETBACK SIDEWALK
&R SIGN INSTALLATION

SEE DETAIL .>.\\ ._

(FOOTING NOTES)

FOOTING INSTALLATION NOTES S —

6” MIN. PCC

DETAIL A’

@

@
®
@
®

INSTALL 2” RIGID GALVANIZED o
STEEL PIPE. e

INSTALL 2” GALVANIZED THREADED
STEEL PIPE COUPLING WITH TOP -
SET AT FINISHED GRADE.

24"

INSTALL 2" RIGID GALVANIZED STEEL I .....
PIPE TACK WELDED TO COUPLING TO S
PREVENT TURNING. ot

INSTALL 1/4" X 5" STEEL PIN .
ﬂImOCOImdmm_._u:um ..

INSTALL SIGN BASE ASSEMBLY IN R -
CLASS 3300 PORTLAND CONCRETE 12"
USING 2’ MIN. GUIDE ROD TO INSURE _

AND NUT WITH (2) FLAT WASHERS.

SIGN POST WILL BE VERTICAL. _

OLYMPIC 7

28" ST

SEE DETAIL ,mu\\,ﬂ.

(SIGN BRACKET NOTES)

NOTE: BEFORE INSTALLING A SIGN BASE
CONTACT CITY TRANSPORTATION DIVISION
TO REQUEST A MARKED SIGN LOCATION.

CALL —

»
BASE COUPLING FLUSH s
WITH SIDEWALK GRADE
LEVEL WITH 2" PIPE
FOR VERTICAL PLUMB [>_

726—3753

DETAIL ‘B’

SIGN MOUNTING BRACKET NOTES

@ INSTALL STREET SIGN CAP
MOUNT FOR STREET NAME SIGN.

INSTALL 90° TOP MOUNT
FOR STREET NAME SIGN.

CURBSIDE SIDEWALK

INSTALLATION

~1

STREET NAME SIGN PER CITY SPECIFICATIONS.

@ INSTALL EXTRUDED or FLAT ALUMINUM

MOUNTING BRACKETS FOR LOCAL SIGNS SHALL

HAVE A GROVED CLAMP TO FIT EXTRUDED SIGNS.

MOUNTING BRACKETS FOR COLLECTOR SIGNS SHALL
HAVE A FLAT CLAMP TO FIT FLAT SIGNS

{_LOCAL (GROVED CLAMP)
2.5™ COLLECTOR (FLAT CLAMP)

D.D.| B.B.

DATE | BY |APPR.

4/94 |DRB
12/96 |DRB
7/01

REVISION

STD. DWG. 5—-18
SIGN STANDARDS
STD. DWG. UPDATE

NO
1
2
3

DATE

NOTE: DRAWING NOT TO SCALE

ALL EYEBOLTS, BOLTS, NUTS, AND WASHERS SHALL BE GALV.
STEEL UNLESS NOTED OTHERWISE, ALL SET SCREWS SHALL BE

MIN. DIA. 1/4" STAINLESS STEEL WITH SQUARE OR HEX HEADS.
ALL SPANWIRE HANGERS AND PLUMBIZERS SHALL BE CAST BRONZE.

BY
DRAWN: . aBARCA|5,/03
TSD5_18

DESIGNED:

CHECKED:
APPROVED:
FILENAME:

[
285
IRI ~
FOB ~
B ER L)
EmS % o0
PUT Hw..6
oS g
EES 583
S & gae
EHE
IMT
O
S
g S
o 3
2 §
¢ il
n N
=
~
Z K
O
—
N2 =
€3 S
Q E
2 3
ADn =
S =
R ©»n
Z
STANDARD



